C-A MAINTENANCE, MODIFICATIONS, AND REPAIRS SCHEDULE

SHUTDOWN FOR SEPARATOR CONDITIONING

R. Zaharatos— May 7, 2002

SCHEDULE SUMMARY
8 May 2002
Shutdown Begins-Close LTB Beam Stop, BLIP remainson 0700hrs
AGS Ctrl'd Access LOTO
AGS Ring job specific HP surveys.(presently just E15) 0800
Separator conditioning 0800-1130
AGS access for scheduled job(s) 0830-0900
SEB C Line Access for FES and Ingt. Group 0830-0930
AGS access ends 0900

Secure AGSRing remove AGS LOTO(H10 Hse DC Bmp first)

H10 DC Bump test 0930- ?
Begin Boogter/AGS equipment turn-on 1000
Booster/AGS/SEB set-up with beam 1200

Machine Areas Access :

AGS Controlled Access - South Gate 0830-0930hrs
Booster No Access

SEB CLine 0830-0930
Linac No access

PRIMARY JOBS

JOBS STATUSCODE: C complete IPinprocess RS reschedule CAN cancdled
* additions
AGSRING
1. EI15 Luminescence Loss Monitor - reingdl eectronics,(Ing.)(30mins.)

AGSEXTERNAL

1. Westinghouse M/G - clean brushes and inspect rings

2. F15 Current Transformer - check amplifier for drifting(access to South Wiring Tunnd
roni i ror\



3. New DC Bump - correct magnet connections at H10 Hse.(D. Warburton)

BOOSTER EXTERNAL

1. Switch to spare Main Mag. water pump

SEB CAVES

1. Check C Target camera(LESBIII South)

2. Check C7 Target camera(C7 Tgt. Gate)

3. CPrimeTarget - check vacuum instrumentation
LINAC

1. Source - change extractor tube



